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§121.610

(e) The OCMI may accept hand held
portable radios as satisfying the com-
munications system requirement of
this section.

§121.610 Public address systems.

(a) Except as noted in paragraph (d)
below, each vessel must be equipped
with a public address system.

(b) On a vessel of more than 19.8 me-
ters (65 feet) in length, the public ad-
dress system must be a fixed installa-
tion and be audible during normal op-
erating conditions throughout the ac-
commodation spaces and all other
spaces normally manned by crew mem-
bers.

(c) A vessel with more than one pas-
senger deck and a vessel with over-
night accommodations must have the
public address system operable from
the operating station.

(d) On a vessel of not more than 19.8
meters (66 feet) in length, a battery
powered bullhorn may serve as the pub-
lic address system if audible through-
out the accommodation spaces of the
vessel during normal operating condi-
tions. The bullhorn’s batteries are to
be continually maintained at a fully
charged level by use of a battery charg-
er or other means acceptable to the
cognizant OCMI.

§121.620 Propulsion engine control
systems.

(a) A vessel must have two inde-
pendent means of controlling each pro-
pulsion engine. Control must be pro-
vided for the engine speed, direction of
shaft rotation, and engine shutdown.

(1) One of the means may be the abil-
ity to readily disconnect the remote
engine control linkage to permit local
operation.

(2) A multiple engine vessel with
independent remote propulsion control
for each engine need not have a second
means of controlling each engine.

(b) In addition to the requirements of
paragraph (a) of this section, a vessel
must have a reliable means for shut-
ting down a propulsion engine, at the
main pilot house control station, which
is independent of the engine’s speed
control.

(c) A propulsion engine control sys-
tem, including pilothouse control,
must be designed so that a loss of
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power to the control system does not
result in an increase in shaft speed or
propeller pitch.

(d) All microprocessor or computer
based systems must meet the require-
ments of part 62 in subchapter F of this
chapter.

Subpart G—Miscellaneous

§121.702 Pollution prevention equip-
ment and procedures.

A vessel must comply with the appli-
cable design, equipment, personnel,
procedures, and record requirements of
33 CFR parts 151, 155, and 156.

§121.704 Marine sanitation devices.

A vessel with installed toilet facili-
ties must have a marine sanitation de-
vice that complies with 33 CFR part
159.

[CGD 85-080, 61 FR 933, Jan. 10, 1996; 61 FR
205656, May 7, 1996]

§121.710 First-aid kits.

A vessel must carry either a first-aid
kit approved under approval series
160.041 or a kit with equivalent con-
tents and instructions. For equivalent
kits, the contents must be stowed in a
suitable, watertight container that is
marked ‘“First-Aid Kit”. A first-aid kit
must be easily visible and readily
available to the crew.

[CGD 85-080, 62 FR 51352, Sept. 30, 1997, as
amended at 62 FR 64306, Dec. 5, 1997]

PART 122—OPERATIONS

Subpart A—General Provisions

Sec.
122.100 General requirement.
122.115 Applicability to existing vessels.

Subpart B—Marine Casualties and Voyage
Records

122.202 Notice of marine casualty.

122.203 Notice of hazardous conditions.

122.206 Written report of marine casualty.

122.208 Accidents to machinery.

122.210 Alcohol or drug use by individuals
directly involved in casualties.

122.212 Mandatory chemical testing fol-
lowing serious marine incidents.

122.220 Records of a voyage resulting in a
marine casualty.

122.230 Report of accident to aid to naviga-
tion.
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